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Indicate size & spacing of joists and 
rafters

Indicate header sizes

Indicate type & thickness of vapor barrier

If bedroom window, specify opening 
dimensions

½" gypsum wallboard or

Vapor and air Barrier

Indicate type & thickness of roof 
sheathing

Indicate type of roof ventilation 
system

If manufactured trusses are used, 
signed truss diagrams are required

Indicate type & thickness of wall 
sheathing

Indicate framing size & spacing

Indicate type of insulation

and R – Value

Indicate type & thickness of flooring

Indicate size & spacing of floor joists

2x treated or redwood sill plate

½" diameter anchor bolts 6'-0" O.C.

Indicate length of 
overhang

Indicate size of concrete 
block and show method of 
insulating

Waterproofing or damp 
proofing is required, indicate 
method

1' - 8'

4" Sand or gravel 
R 405.2.1

3 ½" Concrete slab

Grade 

Wall must be adequately 
supported before 
backfilling

Indicate reinforcing 
method

Treated wood if 
within 18" of ground

Indicate size of concrete 
block and show method 
of insulating

Indicate method of vertical 
reinforcement

Vent crawl space 
minimum 1 sq. ft. per 

150 sq. ft. of area

Indicate type of insulation 
and R-value
Vapor and air barrier
5/8" Gypsum Wallboard 
or

Air Chutes
Blocking or Air Barrier

Vapor Barrier

Indicate Vapor Barrier 
under slab 6 mil min
R 405.2.2Indicate drainage 

& radon Systems
Conventional or
Per R 403.1  
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