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THREE TIMES

TREE TWO TO 

LOOSELY AROUND 

WRAP NUCC CABLE 

(TRAF-3725)

HAND HOLE

IF MORE THAN ONE TREE, ADD ADDITIONAL CONDUIT.7

ALL CONDUITS 2" PVC.6

600 V DIRECT BURIED - SUN RESISTANT.

UNTC CABLE TYPE TC-ER 3C#12 AWG5

TRAF-3725.

HAND HOLE SHALL BE MPLS STANDARD PLATE4

BE RED, BLACK, WHITE, AND GREEN.

RATED 600 VOLTS.  CONDUCTOR INSULATION SHALL

CELCIUS, CROSS LINKED POLYETHYLENE INSULATED

BE LISTED BY UL AS TYPE RHW-2/USE-2 90 DEGREE

STRANDED UNCOATED COPPER CONDUCTORS AND

SINGLE CONDUCTOR WIRE SHALL HAVE CLASS ’B’3 

CONDUIT ON TREE GRATE END.

AND CONNECTORS ON BOTH ENDS. DUST SEAL

TYPE NUCC CABLE WITH ANTI-SHORT BUSHINGS2

SEE PLAN VIEWS FOR LAYOUT.

THE QUANTITY OF TREE RECEPTACLES VARIES, 1

ELEVATION VIEW (FESTOON)
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